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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE

PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST

MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED

ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1—800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V):3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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APPROXIMATE LIMIT -OF 2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PERMANENT/RIGHT OF PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
e — WAY (TYP,) g SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
E SPrtorar=—=SF SF SO0 SF\\ bl | Qu "RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
< | < Sk~ aF» MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.
SF SF\’\ - 3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
F: _ 7 \ 2;§P\ REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
\ioo\ REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
\ - SN PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
T~ e \ o CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
\ }.\ 7 L PROPOSED EDGE OF ROAD.
\\ N 4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
SE \ CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
\\\273 T KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
oA 1290 THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.
5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
L
b L CONNECTICUT (1-800-922—4455) A MINIMUM OF 72 HOURS PRIOR
PROPOSED 20 INCH SINE-FENCE S \ w SEE SHEET TEMPORARY TO COMMENCEMENT OF CONSTRUCTION.
PROPOSED 20 INCH SILFFENGE \ - e ACCESS ROAD 4 PLAN AND 6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
oF DISTURBANCE (TVP S \ PROFILE SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
(TYP.) > o MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
NG 2 INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
\ Se [ ul T ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
CENTERLINE OF 0l 12 DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.
APPROXIMATE LIMIT OF N EXISTING .ACCESS ROAD 7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
TEMPORARY WORKSPACE ~ \ WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
\ FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
EXISTING EDGE ACCESS MANAGEMENT PRACTICES.
ROAD TO -REMAIN S 8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
\ ~ ?75%\ % TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
00~9F ONTO THE MAIN TRAVEL WAY.
& \\ \ >
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PAR CT-5
No. Northing Easting Bearing Delta(A) | Length | Tangent | Radius
B 15255314.48 | B_2272327.59 Al RO ,
L1 | E15255436.79 |E 2272303.93 | S106'49.69°E 124.58
PC 15255436.79 | PC_2272303.93
C1 | PI_15255440.40 | Pl 2272303.23 412'35" | 7.35' |3.68° | 100.0°
PT 15255444.05 | PT 2272302.80
B 15255444.05 | B_2272302.80 DU ,
APPROXIMATE LIMIT OF PERMANENT | L2 | Eoottetass | ooroon s | N644'14.28"W 104.99
RIGHT OF WAY (TYP.) Sl o ||
SROPOSED 20 INGH SILT FENGE S PC 15255548.32 | PC_2272290.48
s C2 | PI_15255550.19 | PI_2272290.26 2:09’34” | 3.77" |1.88 100.0’
SEDIMENTATION BARRIER AND PROPOSED SUPER SILT FENCE [T PT 15255552.07 | PT 227229011
LIMIT OF DISTURBANCE SEDIMENTATION BARRIER AND |
N EXISTING PIPELINE (TP LIMIT OF DISTURBANCE I L3 | B15255550.07 |B 207229011 |\ 4-34'40.26"W 197.95'
(STA. 5+00 TO 10+00 LT) J E 15255749.39 | E 2272274.31 : :
% |
PC 15255749.39 | PC_2272274.31
CENTERLINE OF PROPOSED C3 | PI_15255750.56 | PI_2272274.22 120'58" | 2.35' [1.18 100.0°
PERMANENT ACCESS ROAD (TYP.) PT 15255751.73 | PT 2272274.15
B 15255751.73 | B_2272274.15 "erna aa” ,
LIMITS OF TREE CLEARING (TYP.) L4 | E15255941.34 |E 2272263.36 | N>1528.98°W 189.91
T STA. 5+40.99 P O.T STA 54490.65 PROPOSED EDGE OF PERMANENT
P.O.T. STA. 1+00.00 PC 4TA. 5+38.64 R - O%+30. ACCESS GRAVEL ROAD (TYP.) PC 15255941.34 | PC 2272263.36
: : PT STA. 1042 C4 | PI_15255946.04 | Pl _2272263.09 523'42" | 9.42° | 471 100.0’
: 4.81 PT 15255950.75 | PT 2272263.27
) —SF————SF
—_ B 15255950.75 | B_2272263.27 en % 1 ,
‘SchSE LS | £15256056.48 | E 2272267.21 |N20813.10°E 105.80
101 \
— I5—8+00 PC 15256056.48 | PC_2272267.21
~ P W e e /T e Ay At A NN B I B e = e o - C5 | PI_15256058.72 | Pl_2272267.29 2'3413" | 449 |2.24 |100.0°
,,,, N STA. 3440.69 ﬂ: - PT 15256060.96 | PT 2272267.28
PT STA. 2431.93 e GTA. 3436.92 SF— T 5 — L6 | B15256060.96 | B 2272267.28 | 100 207w 95.00"
PC STA. 2+24.58 PT STA. 7+40.32 E 15256155.96 | E 2272266.56 - :
SEE SHEET ACCESS/ROAD 5A PC STA. 7+30.90 PT STA. 8+50.61 PC 15256155.96 | PC_2272266.56
C6 | PI_15256206.63 | Pl _2272266.18 “45'47" | 79.21" | 50.67" 0
FOR PLAN AND PROFILE=OF I PC STA. 8+46.12 BT 15056205.57 | PT 297521562 SOUSHTT| 72T 50677 90.0
PERMANENT ACCEYS ROAD LA /I e I, PC STA. 9+45.61
%]
. )
CONNECTICUT PERMANENT ACCESS ROAD 5 - PLAN (1 OF 2)
160 ineze
L.V.C.=50.00F T L.V.C.=100.00F T 1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
155 VI STA_ 342233 DV ISTA. 4487790 155 ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
PVI ELEV.=147.59 PVI| ELEV.=149.14 2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PVE-STA—2+97.33 PVECISTA—4+37.90 PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
o eV lAr s -l LA SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
LVE BLEV 49 85 Ve BLEV i a8 e "RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
147.82 - =14p. - MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.
L.V.C.=5(.00F T L.V.C.=100.0QF T L.V.C.=100.00FT 3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
PVISTA. 1-+95.91 PVI ISTA. 6+8.36 PVI_STA. O+34/16 REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
PVI ELEV.3145.07 PVI [ELEV.=145.60 PVI ELEV.=144.68 REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
150 PVC STA1+70-04 PyelSTA 6+37.36 PVC—STA—8+84-16 156 PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
PVC ELEV.+144.76 PVC| ELEV.=14B.49 PVC ELEV.=144/87 CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PVC-STAP+20:91 PVC [STA7+37-36 PVC STA. 9+84:16 PROPOSED EDGE OF ROAD.
PVC ELEV.+145.57 . PVC| ELEV.=14p.42 PVC ELEV.=145/23 4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
T ™ \LZZz\ —~ — CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
SROPOSED IGRADE — THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.
ONG GENTERLINE //)JQZ/ 5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
L EXISTING GRADE I E— —0.37 CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
145 e MO SENTERLINE Z e 145 TO COMMENCEMENT OF CONSTRUCTION.
/M 6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.
7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.
8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
© o <+ — M To) To) 00 M — — TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
09 N ~ ™ ™ — © ~ oY = 0 ONTO THE MAIN TRAVEL WAY.
M o) N 00 00 N n o) < e ©
<~ < < < <~ < < < < < <
1+00 2+00 3+00 4400 5+00 6+00 /+00 8+00 9+00 10+00 11+00
CONNECTICUT PERMANENT ACCESS ROAD 5 - PROFILE (1 OF 2)
PROPOSED PIPELINE
EXISTING PIPELINE
PROPERTY LINE
DRAWING NUMBER DRAWING TITLE
STRUCTURE PROPOSED R.0.W. — VARIES SEE PLAN REFERENCE DRAWINGS
ELEC CABLE
No.| DATE [ BY DESCRIPTION PROJ. ID | APPR.
FENCE PROPOSED GRADE REVISIONS
10’ .
TREE LINE EXISTING GRADE EXISTING GRADE Tennessee Gas Pipeline
TYPICAL SECTION LEGEND . Company, L.L.C.
IN CUT HORIZONTAL SCALE 1"=40
IN_CUT ,
FIBER OPTIC LINE /
Wb (1) CENTERLINE OF ACCESS ROAD GRAPHIC SCALE “
A
POWER LINES 0 0% 2.0% % (2)12" LAYER CRUSHER RUN STONE, GRADING "A” (M02.06, CONNDOT 816) 40520;H0 CONNECTICUT EXPANSION PROJECT
. (3) SEPARATION FILTER FABRIC (TENCATE GEOSYNTHETICS 170N OR APPROVED EQUAL) SCALE IN FEET CONNECTICUT LOOP 300-500
TELEPHONE CABLE \ \_@ () UNDISTURBED GROUND IN CUTS/SUBBASE IN FILLS PROPOSED NATURAL GAS PIPELINE
EROSION CONTROL BLANKET, TOPSOIL AND SEED VERTICAL SCALE 17=4’
TELEPHONE LINE IN_FILL IN FILL ® TOWN OF SUFFIELD

CABLE LINE

SILT FENCE

PROPOSED EDGE OF ROAD

PROPOSED SILT FENCE
SF

\EXISTING GRADE

EXISTING GRADE—/

TYPICAL SECTION STA. 1+00 TO 21+91.26

4

S ™,

SCALE IN FEET

GRAPHIC SCALE

2 0

HARTFORD COUNTY, CONNECTICUT

4
Division: Op. Area:
State: CT Co./Par.: HARTFORD
Section: |Township: SUFFIELD |Ronge:
Drafter: JMS | Date: 07,/08/14 |Project ID: Type:
Chk'd: AP | Date: 4/21,15 |Scdler 1 = 40
Filename:
Appr: DK | Date: 4/21/15
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CENTERLINE OF PROPOSED

PROPOSED 20 INCH SILT FENCE SEDIMENT

APPROXIMATE LOCATION

BE

GIN REMOVE AND
RELOCATE FENCE

TAINTOR STREET

%‘f’

—
| > BARRIER AND LIMIT OF DISTURBANCE (TYP.) OF RELOCATED FENCE MATCH EXISTING EDGE. OF
PERMANENT ACCESS ROAD (TYP.) 0 i , = 31491
LLI > " END REMOVE AND = 10 15 ROAD (TYP.)
[0} —
LL] PROPOSED EDGE OF PERMANENT — D 2 RELOCATE FENCE - oy 00 l 10 foe P.0.T. STA. 21+91.26
ACCESS GRAVEL ROAD (TYP.) < < > 44 |
L < » e T & _ A
m — - N AT 20+OO 10 e ST
n = q =
O = e " s - =< PT STA. 21+31.58
e 18+00—13 __ __ , —— @ = . 21431,
Ll F—=———= g i f——— i g T= T = 17+00 — ! X PC STA. 21+24.97
LL _ 12308 R == 15+00
Q } . — LIMITS OF TREE CLEARING (TYP.)
) S ——— — = — —lgp— = — — —df=— — —=SF=
—SF= — <
.. St ——=—g —— ———f———SF—— PT STA. 20+22.34
LL] PT STA. 13+00.60 PC STA. 20+14.19
oe STA. 124913 PT STA. 13+93.07
+ PROPOSED SUPER SILT FENCE
Z PC STA. 13+85.62 SEDIMENTATION BARRIER
| (STA. 18+00 TO 21491 RT)
CONNECTICUT PERMANENT ACCESS ROAD 5 - PLAN (2 OF 2)
1/ N 1/ N
10U 10U
EXISTING GRADE LEGEND
ALONG CHNTERLINE e ———
FROPOSED GRADE //// PROPOSED PIPELINE
155 ALONG CENTER|INE L 155
T . EXISTING PIPELINE
)/\/ ey | L |, 1.56%
vic=50-00AT - PROPERTY LINE
PV STA. 11184.98 L.V.C.=200.00F T L.V.C.=50.00FT
PVI ELEV.=147]45 o ey 9359 P ey s v c.L50.00FT ¢ L200.00F1] STRUCTURE
PVC STA. 11+59.98 =190 P "STA 1m " et :
BVe ELEV 214918 g PVC STA. 13+93.59 PVC-STA.—16+08.72 PVISTA. 18+79.15 PVI_STA.-20+30.18 ELEC CABLE
ok /7’ PVC ELEV.={153.36 PVC ELEV.=154/03 PVI ELEV.=153.56 PVl ELEV.=155.91
15N PVC STA. 12409.98 Bva oTa  oadd L~ oo DA oA 4o o o0 PV~ CTA 10 E4 4p P\/~A CTA 4041 2N 10 15N
1 JU PVC ELEV =148 16 FVo STA, T3T33.99 F Ve S[TA. T0T00.72 T Vo O, IUTU'!'-I_‘U T Vo OTN. T T o0 O TOU
T PVC ELEV.4154.31 PVC ELEV.=153/56 PVC ELEV.=153.56 PVC ELEV.=154.35 FENCE
' - — -— PVC-STA19+04.16 PVC-STA 2143018
PVC ELEV.=153.95 PVC ELEV.=156.53
——— — -
//e/ TREE LINE
FIBER OPTIC LINE
1 41= 1 41=
1I=J 1I=J
POWER LINES
TELEPHONE CABLE
TELEPHONE LINE
CABLE LINE
) — < < o © © ) M N
00 ™ 0 o — 0 0 00 M o) SILT FENCE
3 3 3 2 3 3 3 3 3 8
- — 0 0 — — — — — — PROPOSED EDGE OF ROAD
PROPOSED SILT FENCE
12400 13400 14400 15400 16400 17400 18400 19400 20+00 21400 SF
CONNECTICUT PERMANENT ACCESS ROAD 5 - PROFILE (2 OF 2)
PAR CT-5
No. Northing Easting Bearing Delta(A) | Length | Tangent | Radius
Lg | B15256205.57 |B 2272215.52 | cgaiaetro 577y 266.50° GENERAL NOTES
E 15256200.01 |E 2271949.08 : :
BC 15256200.01 | PC 2271949 .08 CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
C7 | PL15256199.91 | Pl 2271944.43 519'24” | 9.29' | 4.65' 100.0° ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
BT 15256200.25 | BT 527193979 REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
" DRAWING NUMBER DRAWING TITLE
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND PROPOSED R.OW. — VARIES SEE PLAN
L11 | B15256200.25 | B 2271939.79 |\ asws0'01 41"W 85.02" SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND ALl REFERENCE DRAWINGS
E 15256206.43 | E 2271855.00 ‘ ’ "RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND B
C 1525600643 | PC 227185500 MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS. NO. | DATE | BY DESCRIPTION PROJ. ID | APPR.
C8 | PL_15256206.70 | Pl_2271851.28 8'31'55" | 7.45° | 3.73 50.0° ROVED AR TR CONSTROCTIONE ThE B A e ey BE PROPOSED GRADE REVISIONS
BT 15256206.42 | PT 2271847 56 : : : REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE —
: : REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE o o
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED T
L12 | B2230200.42 | B 22784750 | sge3g03.72"W 66.29’ CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE EXISTING GRADE ! EXISTING GRADE Tennessee Gas Pipeline
PROPOSED EDGE OF ROAD. | TYPICAL SECTION LEGEND o Company, L.L.C.
PC 15256201.37 | PC 2271781.47 THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO N CUT IN CUT HORIZONTAL SCALE 1"=40
C9 | PI_15256193.91 | Pl 2271694.65 324'59" | 174.21" | 87.13 | 2921.6’ CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
PT 15256191.64 | PT 2271607.55 KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS | (1) CENTERLINE OF ACCESS ROAD GRAPHIC SCALE
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN. i . 40 0 40
L13 81223619164 |\ B 227160755 | qg55747.79"W 380.62" THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG 0 0% (2)12” LAYER CRUSHER RUN STONE, GRADING ”A” (M02.06, CONNDOT 816) EZO;— CONNECTICUT EXPANSION PROJECT
: : CONNECTICUT (1-800--922-4455) A MINIMUM OF 72 HOURS PRIOR N (3) SEPARATION FILTER FABRIC (TENCATE GEOSYNTHETICS 170N OR APPROVED EQUAL) CONNECTICUT LOOP 300—-500
C 15056164 85 | PC 2271207 87 TO COMMENCEMENT OF CONSTRUCTION. SCALE IN FEET
C10 | PL15256164.56 | PL 2271223.80 920'10" | 815 | 4.08 50.0° i aerapinal ARE EAUAL 10 o S TeEER e, 186%\}%3)'_ \ \_@ () UNDISTURBED GROUND IN CUTS/SUBBASE IN FILLS PROPOSED NATURAL GAS PIPELINE
PT 15256163.61 | PT 2271219.83 MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE N FILL (5)EROSION CONTROL BLANKET, TOPSOIL AND SEED VERTICAL SCALE 1"=4" TOWN OF SUFFIELD
B 15256163.61 | B 2271219.83 . ,, , INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN IN_FILL \ GRAPHIC SCALE
L14 | £ 95256139.82 | E 2271119.99 | S76°35'56.85"W 102.63 ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE EXISTING GRADE HARTFORD COUNTY. CONNECTICUT
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES. 4 2 0 4 ’
PC 15256139.82 | PC 2271119.99 ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED Division: Op. Area:
C11 | PL_15256139.06 | Pl 2271116.77 73419" | 6.61" | 3.31’ 50.0’ WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL i
PT 15256138.72 | PT 2271113.48 FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST TYPICAL SECTION STA. 1400 TO 214+91.26 SCALE IN FEET State: cT Co./Par.: HARTFORD
MANAGEMENT PRACTICES. - - Section: Township: SUFFIELD | Range:
L15 | B15256138.72 | B 2271113.48 | oo/ 0016 28"W 59.68° CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON | P Broect 1. | Rang o
E 15256132.66 | E 2271054.11 TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED Drafter: JMS | Date: 07/08/14 |Project ID:_ : ype:
ONTO THE MAIN TRAVEL WAY. Chk'd: AP | Date:  4/21/15  |Scale 17 = 40
Filename:
Appr: DK | Date: 4/21/15
Sheet: |Rev.
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CONNECTICUT PERMANENT ACCESS ROAD 5a - PROFILE

135

130
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||
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|
SEE SHEET 300—-500—-006.1&2 | |
(92}
FOR RLAN AND PROFILE OF N A
PERMANENT ACCESS ROAD 5 | |
| |
™!
18]
a Til
CENTERLINE OF PROPOSED PT STA. 53+4+70.38 | o
PERMANENT ACCESS ROAD | |
PC STA. 53+65.31 | |
1S i _-IS %S | || _—~PC STA. 5+38.64
__________ e 1 — S5 7/ WPTSTA. 5+40.99
7 53100 {10 . 54+00 S
T - t
10’ L I ————
—— 45— 45—= js____ﬂ_ —=3s === _
B——"==45x~ ™S
\ & P.0.T. STA. 54+90.65
PROPOSED EDGE GRAVEL \ [
ACCESS DRIVE (TYP.) | |
118l
PROPOSED 20 INCH SILT FENCE | TE|
SEDIMENTATION BARRIER AND 4 © |l
LIMITS OF DISTURBANCE (TYP.) : [
|
APPROXIMATE LIMIT OF | |
PERMANENT RIGHT OF WAY | | |
(TYP.) oS
Al b
EXISTING PIPELINE | |
|
| ©
(%
w N
T
CONNECTICUT PERMANENT ACCESS ROAD 5a - PLAN
L.V.C.=75.00F T
Pyl STA. 54+18.39
AVI ELEV.=147.41
PVC STA. 53+80.89
PYC ELEV.=146.48
PVC STA. 54+55.89
PYC ELEV . =147 68
L.\.C.=50.00F T NP e /efol‘m"
PVl $TA. 52+11.25
PVI ELEV.=142.30
PVC BTA. 51+86.25
PVC [ELEV.=142.06
ImAW/al DT A EQ L Zo oL =07
PVC|ELEV.=142.91 2
EXISTING GRADE
ALONG| CENTERLINE
N o)) —
N < o
N < ©
< < <
51400 52+00 53+00 54+00 55+00

Radius GENERAL NOTES

ACCORDANCE WITH

150.0° PRACTICE MANUAL

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN

THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT

AND SHEETS TITLED "EROSION AND

SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE

100.0’ PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED

PAR CT-5a

No. Northing Easting Bearing Delta(A) | Length | Tangent
B 15255820.13 | B_2272755.54 . . ,

L18 | E15255804.53 |E 2272728.98 | S99'34'34.38"W 30.80
PC 15255804.53 | PC_2272728.98

c12 | PL15255786.42 | Pl 227269814 26°49°06” | 70.21" | 35.76’
PT 15255784.18 | PT 2272662.45
B 15255784.18 | B_2272662.45 s s ,

L17 | E15255767.55 |E 2272398.67 | S8623'40.14°W 264.30
PC 15255767.55 | PC_2272398.67

C13 | PL15255767.39 | Pl 227239614 25413 | 5.07 |2.53
PT 15255767.36 | PT 2272393.61

L1 | B15255767.36 | B 227239361 | cocu sy grmy 120.27"

E 15255765.89

E 2272273.35

EXISTING GRADE

IN CUT

RN

CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY

KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN

ACCORDANCE WITH

THE MANUFACTURERS SPECIFICATIONS. SEE

DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.

TYPICAL SECTION LEGEND

(1) CENTERLINE OF ACCESS ROAD

@12" LAYER CRUSHER RUN STONE, GRADING "A” (M02.06, CONNDOT 816)

@SEPARATION FILTER FABRIC (TENCATE GEOSYNTHETICS 170N OR APPROVED EQUAL)
@UNDISTURBED GROUND IN CUTS/SUBBASE IN FILLS
@EROSION CONTROL BLANKET, TOPSOIL AND SEED

PROPOSED R.O.W. — VARIES SEE PLAN

B
PROPOSED GRADE

EXISTING GRADE
/ IN CUT

TYPICAL SECTION STA. 1+00 TO 7+67.15
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>/

~

/

LEGEND

TREE CLEARING LIMITS
(TYP.)

/ APPROXIMATE LIMIT OF
PERMANENT WORKSPACE (TYP.)

APPROXIMATE CENTERLINE OF
PROPOSED PIPELINE

EXISTING PIPELINE

/\ APPROXIMATE LIMIT OF

PERMANENT RIGHT OF
WAY (TYP.)

PC STA. 3+59.23

5T STA. 2+91.50

REMOVE AND DISPOSE TREES

PT STA. 5+14.46
PC STA. 5+83.19

I

6+00

SF— I wl oy
I

APPROXIMATE LIMITS OF
PROPOSED TEMPORARY ACCESS
ROAD CORRIDOR AND EASEMENT

PROPOSED 20 INCH SILT FENCE
SEDIMENTATION BARRIER AND
LIMITS OF DISTURBANCE (TYP.)

CONNECTICUT TEMPORARY ACCESS ROAD 6 - PLAN (1 OF 2)

EXISTING ACCESS DRIVE WITH
VARYING WIDTH. ACCESS DRIVE
TO BE WIDENED TO 20 FEET
AND CRUSHED RUN STONE PLACED

WETLAND

TAR CT-6

No. Northing Easting Bearing Delta(a)

Length

Tangent

Radius

PC 15251617.08 | PC 2269529.36
C14 | PI_15251625.31 | PI_2269488.93
PT 15251638.32 | PT 2269449.77

6°53'04”

82.43'

41.26'

686.0'

B 15251638.32
E 15251649.10

B 2269449.77

L16 E 2269418.74

N70°50'41.17"W

32.85'

PC 15251649.10 | PC 2269418.74
C15 | PL_15251658.77 | PI_2269381.73
PT 15251660.55 | PT 2269343.52

11°57'53"

76.22'

38.25'

365.0'

B 15251660.55
E 15251668.44

B 2269343.52

L17 E 2269276.25

N83°18°39.30"W

67.74'

PC 15251668.44 | PC 2269276.25
C16 | PI_15251679.22 | Pl 2269199.36
PT 15251694.87 | PT 2269123.31

3'39°08”

155.23'

77.64'

2435.3

B 15251694.87
E 15251705.01

B 2269123.31

L18 E 2269055.34

N81°30°57.52"W

68.73'

PC 15251705.01 | PC 2269055.34
C17 | PL15251713.42 | PI_2268998.94 315"11”
PT 15251725.02 | PT 2268943.12

114.00'

57.02’

2007.9°

B 15251725.02
E 15251758.16

B 2268943.12

L19 E 2268790.31

N77°45'49.66"W

156.36’

PC 15251758.16 | PC 2268790.31
C18 | PI_15251765.21 | PI_2268744.88
PT 15251810.04 | PT 2268734.75

68°26'42"

80.73'

45.97’

67.6'

B 15251810.04
E 15251835.27

B 2268734.75

L20 E 2268727.54

N1556°54.22"W

26.24’'

GENERAL NOTES

145 45
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PROPOSED PIPELINE

EXISTING PIPELINE

PROPERTY LINE

STRUCTURE
ELEC CABLE

FENCE
TREE LINE

FIBER OPTIC LINE

POWER LINES

TELEPHONE CABLE
TELEPHONE LINE

CABLE LINE

SILT FENCE

PROPOSED EDGE OF ROAD

PROPOSED SILT FENCE
SF

CONNECTICUT TEMPORARY ACCESS ROAD 6 - PROFILE (1 OF 2)

PROPOSED R.O.W. — VARIES SEE PLAN

B
PROPOSED GRADE

10' 10°
EXISTING GRADE

IN_CUT \\\ i ///

\
> \@ @
IN_FILL \
EXISTING GRADE

EXISTING GRADE—/

TYPICAL SECTION STA. 1+00 TO 14+13

EXISTING GRADE

IN CUT

.86

TYPICAL SECTION LEGEND

(1) CENTERLINE OF ACCESS ROAD

@12" LAYER CRUSHER RUN STONE, GRADING "A” (M02.06, CONNDOT 816)
@SEPARATION FILTER FABRIC (TENCATE GEOSYNTHETICS 170N OR APPROVED EQUAL)

@UNDISTURBED GROUND IN CUTS/SUBBASE IN FILLS
@EROSION CONTROL BLANKET, TOPSOIL AND SEED

HORIZONTAL SCALE 1"=40'

40 20 0 40

—" —

CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1—800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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LEGEND

WETLAND

PT STA. 10+57:39

AND CRUSHED RUN STONE PLACED

PROPOSED 20 INCH SILT FENCE
SEDIMENTATION BARRIER AND LIMITS
OF DISTURBANCE (TYP.)

He
AN
an

EXISTING ACCESS DRIVE WITH
VARYING WIDTH. ACCESS DRIVE

TO BE WIDENED TO 20 FEET

PC STA. 11+04.41

APPROXIMATE LIMITS OF

PROPOSED TEMPORARY ACCESS
ROAD CORRIDOR AND EASEMENT

MATCH EXISTING EDGE
OF ROAD (TYP.)

CONNECTICUT TEMPORARY ACCESS ROAD 6 - PLAN (2 OF 2)
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CONNECTICUT TEMPORARY ACCESS ROAD 6 - PROFILE (2 OF 2)

PROPOSED R.O.W.

— VARIES SEE PLAN

PROPOSED GRADE

B

TAR CT-6

No.

Northing

Easting

Bearing

Delta(A)

Length

Tangen

t | Radius

Cc19

PC 15251835.27

PC 2268727.54

Pl 15251882.11

Pl 2268712.14

PT 15251930.92

PT 2268719.17

26°23'40"

96.87'

49.31

210.3'

L21

B 15251930.92
E 15251977.14

B 2268719.17
E 2268727.76

N10°31'41.94"E

47.01°

C20

PC 15251977.14

PC 2268727.76

Pl 15252060.16

Pl 2268741.21

PT 15252117.16

PT 2268679.36

56°32'34"

154.33'

84.11°

156.4’

L22

B 15252117.16
E 15252167.71

B 2268679.36
E 2268591.82

N59°59'47.04"W

101.09’

C21

PC 15252167.71
Pl 15252181.71
PT 15252208.44

PC 2268591.82
Pl 2268567.29
PT 2268558.13

41°22"13"

54.03'

28.25°

74.8'

GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE

REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE

REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED

CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE

PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1—800—922—-4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL

MATTING PER KINDER MORGAN BMP NO. 41.

THE MATTING SHALL BE

INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.
7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.
8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED

ONTO THE MAIN TRAVEL WAY.
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Tennessee Gas Pipeline

FIBER OPTIC LINE 10 10 . Company, L.L.C.
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VERTICAL SCALE 1°=4’

TOWN OF SUFFIELD
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GRAPHIC SCALE
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SCALE IN FEET State: CT Co./Par.: HARTFORD
PROPOSED EDGE OF ROAD Section: | Township: SUFFIELD | Range:
______________ TYPICAL SECTION STA- 1+OO TO 14+13-86 Drafter: JMS | Date: 07/08/14 Project ID: Type:
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CONNECTICUT TEMPORARY ACCESS ROAD 7 - PROFILE (1 OF 2)

: SEE SHEET 2

MATCHLINE

GENERAL NOTES

CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.
PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE

PROPOSED EDGE OF ROAD.

THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1—800—922—-4455) A MINIMUM OF 72 HOURS PRIOR

TO COMMENCEMENT OF CONSTRUCTION.

ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V):3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST

MANAGEMENT PRACTICES.

CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED

ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.
2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
QE[?'TA%SN":T%T?@N"“B‘;HRR?'ELQ ,E,EBCEM” PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
OF DISTURBANCE (TYP.) SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.
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MANAGEMENT PRACTICES.
8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON

TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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MATCHLINE: SEE SHEET 2
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2 \\ r GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND

( MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.
3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE

= REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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CONNECTICUT TEMPORARY ACCESS ROAD 7a - PROFILE (2 OF 2)

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND
MAINTENANCE SPECIFICATIONS, AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE
PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1-800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)
SHALL BE SEEDED AND THEN COVERED WITH EROSION CONTROL
MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE
DETAIL IN THE CONSTRUCTION BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST
MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED
ONTO THE MAIN TRAVEL WAY.
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GENERAL NOTES

1. CHECK DAMS SHALL BE INSTALLED WITHIN ALL SWALES IN
ACCORDANCE WITH THE KINDER MORGAN BMP FIGURE NO. 22.

2. REFER TO KINDER MORGAN CONSTRUCTION BEST MANAGEMENT
PRACTICE MANUAL AND SHEETS TITLED "EROSION AND
SEDIMENTATION NOTES,” "GENERAL SEEDING NOTES,” AND
"RECYCLING AND DISPOSAL PLAN,” FOR SPECIFIC INSTALLATION AND

MAINTENANCE SPECIFICATIONS,

AND EROSION CONTROLS.

3. PROPOSED TRUCK PULL OFF ARE TEMPORARY AND SHALL BE
REMOVED AFTER CONSTRUCTION. THE PULL OFF AREA SHALL BE
REGRADED TO MATCH PRE CONSTRUCTION CONTOURS WHERE
PRACTICAL. ALL PROPOSED PERMANENT SWALES AND ASSOCIATED
CHECK DAMS SHALL BE REMOVED AND REINSTALLED ALONG THE

PROPOSED EDGE OF ROAD.

4. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY
KINDER MORGAN. INC. AND/OR ITS ENGINEER OF ANY CONDITIONS
THAT VARY FROM WHAT IS DEPICTED ON THIS PLAN.

5. THE CONTRACTOR SHALL CONTACT CALL BEFORE YOU DIG
CONNECTICUT (1—800—922—4455) A MINIMUM OF 72 HOURS PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

6. ALL SLOPES THAT ARE EQUAL TO OR STEEPER THAN 1(V): 3(H)

SHALL BE SEEDED AND THEN

COVERED WITH EROSION CONTROL

MATTING PER KINDER MORGAN BMP NO. 41. THE MATTING SHALL BE
INTERLOCKING TIMBER MATS OR APPROVED EQUAL AND INSTALLED IN
ACCORDANCE WITH THE MANUFACTURERS SPECIFICATIONS. SEE

DETAIL IN THE CONSTRUCTION

BEST MANAGEMENT PRACTICES.

7. ALL SLOPES THAT ARE STEEPER THAN 1(V):2(H) SHALL BE COVERED
WITH RIPRAP SLOPE PROTECTION. SEE SLOPE PROTECTION DETAIL
FOR INSTALLATION GUIDELINES IN THE CONSTRUCTION BEST

MANAGEMENT PRACTICES.

8. CONSTRUCTION ENTRANCES ARE TO BE CONSTRUCTED ON
TEMPORARY ACCESS ROADS IF EXCESSIVE SEDIMENT IS CONVEYED

ONTO THE MAIN TRAVEL WAY.
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